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Envi GreenPURE

MX 4300-10.000

The MX series water treatment systems have been specially designed for use with softened municipal water.
They are used for desalination and the reduction of germs and TOC. All systems are mounted on a metal frame.
Thanks to horizontal reverse osmosis membranes, GreenPURE MX systems are particularly easy to maintain.
The low-pressure piping is made of PP. The system is piped and wired ready for connection.

Variante MX
 Smooth-running centrifugal pump with the option of frequency control for up to 30% more effi cient pure water 

production
 With energy-saving and high-performance reverse osmosis membranes a high yield of pure water is achieved with 

a simultaneously high salt retention rate
 Pre-installed fl ush connections for cleaning the high-performance membranes
 Pre-fi lter included

Variante MX-C
 Includes all the advantages and options of the MX variant
 High-quality IO-Link sensor technology for digital data communication between sensor and automation without 

data loss
 Monitoring the sensor status
 Improved PLC control and user interface with 7“ touch display

MX 4300-10.000

The MX series water treatment systems have been specially designed for use with softened municipal water.
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Envi GreenPURE MX 4300 MX 5400 MX 6000 MX 7000 MX 8000 MX 10 000

Permeate output (l/h) 4300 5400 6000 7000 8000 10 000

Desalination rate (%) > 97 > 97 > 97 > 97 > 97 > 97

Effi  ciency/yield (%) bis zu 80 bis zu 80 bis zu 80 bis zu 80 bis zu 80 bis zu 80

Pre-fi lter BB 20" 3 x 30" 3 x 30" 5 x 30" 5 x 30" 5 x 30"

Dimensions (Width x depth x
height in mm) 3100 x 900 x 1950 3100 x 900 x 1950 4200 x 900 x 1950 4200 x 900 x 1950 4200 x 900 x 1950 4200 x 900 x 1950

Feed water quality < 0,1°dH < 0,1°dH < 0,1°dH < 0,1°dH < 0,1°dH < 0,1°dH

Connection (feed water/permeate/
concentrate) 32/32/25 40/32/25 40/32/25 40/40/25 50/40/25 50/50/32

Feed water pressure (bar) 2 - 6 2 - 6 2 - 6 2 - 6 2 - 6 2 - 6

Maximum operating temperature
(°C) 5 - 35 5 - 35 5 - 35 5 - 35 5 - 35 5 - 35

Ambient temperature (°C) 5 - 40 5 - 40 5 - 40 5 - 40 5 - 40 5 - 40

Electrical connection
(V/Hz) 400/50 400/50 400/50 400/50 400/50 400/50

Power consumption (kW) 7,5 7,5 7,5 11 11 11

Article no. MX 321040 321041 321042 321043 321044 321045

Article no. MX-C 321080 321081 321082 321083 321084 321085

Options & accessories MX 4300 MX 5400 MX 6000 MX 7000 MX 8000 MX 10 000

Concentrate fl ush valve
For the prevention of
contamination during prolonged
plant shutdowns

321220 321220 321220 321220 321221 321221

Permeate recirculation
To ensure water quality before
feeding into downstream systems

321250 321250 321250 321251 321252 321252

Stainless steel frame
Material: V2A (1.4301) 321270 321270 321271 321271 321271 321271

Frequency inverter
Up to 30% more effi  cient
pure water production

321201 321201 321201 321202 321202 321202

Spare parts & consumables MX 4300 MX 5400 MX 6000 MX 7000 MX 8000 MX 10 000

20“ Filter cartridge
1 μm BB PP washed 455130 - - - - -

30“ Filter cartridge
5 μm PP washed - 455053 455053 455053 455053 455053

Membrane element 410014 410014 410014 410014 410014 410014

Options, spare parts and consumables


