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GreenLINE
digital
The digital conductivity meter is mounted on a T-piece (PP)
and can be connected directly to standard ion exchanger 
cartridges.

 Digital display continuously shows the current conductivity 
value

 Stepless adjustment of the two limit values from 1–99 % of 
the measuring range 0 – 100 μS/cm

 LED warning light signals when the set limit value is excee-
ded

GreenLINE digital digital

Connection ¾“ ¾“

Measuring range (μS/cm) 0 - 100 0 - 100

Adjustable limit values 1-99 % of the
measuring range

1-99 % of the
measuring range

Number of adjustable limit values 2 2

Potential-free contact no max. 2 A

Analogue outlet (0 – 10 V; 4 – 20 mA) no no

Measuring cell (Two-electrode system) n.s. n.s.

Temperature measurement no no

Temperature compensation no no

Max. operating temperature (°C) 40 40

Max. operating pressure measuring cell (bar) 6 6

Material measuring cell PP/1.4571 PP/1.4571

Housing material polycarbonate polycarbonate

Protection class IP 65 IP 65

Dimensions (Width x depth x height in mm) 82 x 60 x 55 82 x 60 x 55

Power consumption (W) 1 1

Electrical connection (V/Hz) 230/50 230/50

Cable lengths (m)
Power connection/electrode 4/0 4/0
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